
REFACTÓMETROS ABBE
ABBE REFRACTOMETERS

Nota: el fabricante se reserva el derecho de modificar las características y fotografías de los productos
Note: Manufacturer reserves the right to modify features and photographies of hte goods.

ÓPTICA
OPTICS

REFRACTÓMETROS
REFRACTOMETERS

Modelo 325 / Model 325

1| Para medir los índices de refacción y concentración de azúcar (Brix)
2| Construcción metálica y recubrimiento epoxi
3| Preparado para acoplar a un termostato de circulación: con ter-
mómetro digital
4| La escala se ilumina mediante luz natural pudiendo realizar la ilu-
minación de forma incidente o transmitida 
5| Aumentos del sistema óptico, 2x.
6| Aumentos del sistema de lectura, 30x

1 funda protectora / 
1 Solución de naftaleno / 
Pieza test: nD 1.51658 / 
1 Llave de ajuste / 

1| To measure refractive index and sugar concentratio (Brix)
2| Made of epoxy-coated metal
3| Possibility of connection of a circulating thermostatization system;
with digital thermometer
4| Readings can be performed with incident or transmitted light; illu-
mination of the scale is by natural light. 
5| Magnifications of the optical system: 2x
6| Moganification system: 30x

Referencia / Code 50325000
Rango / Range

Índice refracción / Refractive index 1,3000-1,7000 nD
Brix 0-95%

Precisión / Accuracy
Índice de refracción / Refractive index ±0,0005 nD
Brix 0.25%

Medidas / Size 100x200x240 mm
Peso / Weight 2.6 kg

SE SUMINISTRA CON


